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SOFTBRAKE 120 KG

EPROM   800

EPROM800
50-90-125 kg 8-10 mm AL 24 mm

Eprom E800, es un sistema de guías 
para puertas correderas de vidrio pro-
yectadas para instalaciones en las 
cuales el sistema de perfilería queda 
oculto.
Espesor de vidrio 8 - 10 mm
Permite la colocación a techo o a pa-
red, y que mediante una tapeta embe-
llecedora inferior hace que 
pueda ser registrable.
Con solo 2 perfiles se puede disponer 
de diferentes opciones de capacidad 
de carga que van desde los 50 Kgs. 
hasta los 125 Kgs.
Junto con los sets de accesorios ELE-
VA añaden la regulación de las mor-
dazas a la EPROM E800

Eprom 800, it is a sliding door system 
for glass designed for installations 
where the profiles are hidden.
Glass thickness 8-10 mm.
Mounted on wall or ceiling,  and thanks 
to a bottom cover this system is easy 
to install.
With just two profiles you can have di-
fferent load capacity options ranging 
to 50 to 125 kg. 
With ELEVA fitting accessories, regu-
lation clamps are added to EPROM 
800.

JUEGO COMPLETO ACCESORIOS 50 kg 8-10 mm ALUMINIO
FITTING SET 50 kg 8-10 mm ALUMINUM

JUEGO COMPLETO ACCESORIOS 90 kg 8-10 mm
FITTING SET 90 kg 8-10 mm

JUEGO COMPLETO ACCESORIOS 125 kg 8-10 mm  
FITTING SET 8-10 mm 125 kg

PERFIL SUPERIOR OCULTO ALUMINIO
HIDDEN TOP PROFILE ALUMINUM 

TAPETA PEFIL OCULTO ALUMINIO
HIDDEN PROFILE COVER ALUMINUM

PERFIL VIDRIO FIJO OCULTO ALUMINIO 
HIDDEN FIX DOOR PROFILE ALUMINUM 

1090222

1090227 ELEVA  con regulación with regulation

ELEVA  con regulación with regulation

ELEVA  con regulación with regulation

1090232

1090200
1090202
1090203
1090205

1090292
1090294
1090295
1090297

1090206
1090208
1090209
1090211

2000 mm
3000 mm
4000 mm
6000 mm

2000 mm
3000 mm
4000 mm
6000 mm

2000 mm
3000 mm
4000 mm
6000 mm

EPROM 800

INSTALACIÓN SUJECIÓN A PARED
V=H (LUZ) + 30 mm - 10 mm

INSTALACIÓN SUJECIÓN A TECHO
V=H (LUZ) + 30 mm - 10 mm
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