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systems for quality glass
HEGOXTOIS

HEGOXTOIS

HEGOX Tois 60 as other models of Hegox, it 
can be installed to wall or ceiling; it allows 
a wide choices of installation in different 
environments. 
Hegox Tois 60 lets work with glass 
thickness from 6 to 8mm with a maximum 
of 60 kg weight. It has two stoppers in the 
profile, but also it has the possibility to 
add two bottom stoppers, that improve its 
efficiency.

HEGOX Tois 60 al igual que otros modelos, 
permite su anclaje a pared o techo, 
ampliando así sus posibilidades de 
colocación en distintos entornos.
Hegox Tois 60 permite trabajar con cristales 
cuyo grosor sea de 6 a 8 mm, con un máximo 
de 60 kg de peso. Tiene la posibilidad de 
instalación de frenos adicionales en la 
parte inferior, buscando así un rendimiento 

óptimo en su funcionamiento.

60-90 kg 6-8 mm 6 mm 21 mmAL

Tois 60
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Aramar suministros 
para el vidrio

JUEGO ACCESORIOS 60 Kg 6-8 mm
FITTING SET 60 Kg  6-8 mm 

PERFIL SUPERIOR + TAPA ALUMINIO
TOP PROFILE + COVER ALUMINUM 

TAPETA LATERAL ALUMINIO
SIDE COVER ALUMINUM

SOPORTE LATERAL PARED ALUMINIO
END WALL PROFILE BRACKET ALUMINUM

1097009

1097006
1097007

1097022
1097035
1097016
1097005
1097012
1097095

1097210
1097212

2000 mm
3000 mm
4000 mm
2000 mm
3000 mm
4000 mm

Izquierda
Derecha

Izquierda
Derecha

Instalación a techo  Ceiling installation
Instalación a techo  Ceiling installation
Instalación a techo  Ceiling installation
Instalación a pared  Wall installation
Instalación a pared  Wall  installation
Instalación a pared  Wall  installation
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