
Sample code Z-3951L/R Manufacture date    lairetam kcotS  

 
 Material  brass CP Test type

Test Number

Test time

Inspection time Spray volume Solution PH Grade

22 99 7 10

29 104 7 10

68 289 7 10

75 320 7 10

Remark

    
Result

                                     Pass            Unqualified

No visible corrosion，Pass by salt spray test.   
Inspector

  
Approval

Nianxiu Deng

Product Photo before test Product Photo after test

Pass

No visible corrosion Pass

No visible corrosion Pass

No visible corrosion Pass

No visible corrosion Pass

2  (Pieces)

10:00 March.01,2019 ~ 15:00 March.04,2019, Total 75 Hours

1, Salt concentration (5% + 0.1) 2 . Solution PH 2-3  3.Test container temperature :50±1ºC  4. Pressure temperature 63±1ºC  5. Barrels of
compressed air pressure 0.1~0.2Kgf/cm 6. Spray volume: 1~2ml/80cm

2 GB/T10125~1997  (Reference standard )

Corrosion or Uncorrosion Inspection result

Manufacturer Heying Plating Factory

Finish
Brass accelerated salt mist test

Aramar Suministros para el vidrio

 

2020170 - 2020175     Neutral Salt Spray Test


